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Replace 
oil separator
 and  install 
components.

Start system.
Monitor oil level.

Monitor pressure drop across separator filter.

Remove excess oil
Replace Clean-Up® filter at 

13 PSID/1 bar PD.

Continue to replace the Clean-Up® filter 
until the pressure drop remain below 

13 PSID/1 bar PD.

Once the pressure drop across the filter remain 
below 13 PSID/1 bar PD replace Clean-Up® 

with a standard filter.

Replace the standard filter when 
the pressure drop reaches 

13 PSID/1 bar PD.

Select oil separator 
using Temprite® selection 

charts or software.

see other side.

Refrigerant 
Conversion.

What do you want to do?

Retro-Fit

Separator with 
integral reservoir

Select OLC ElectMech

None

Purchase Kit-2

Separator w/o 
integral reservoir

Select OLC MechElectElect

None

Purchase Kit-1
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Start system. Remove excess oil. Continue to replace known 
leaky devices. Monitor pressure drop across separator filter.

Replace oil until desired dilution is reached
Replace Clean-Up® filter at 13 PSID/1 bar PD.

Continue to replace the Clean-Up® filter until 
the pressure drop remains below 13 PSID/1 bar PD.

Once the desired oil dilution is reached remove the old refrigerant, change 
all driers and filters, evacuate and charge system with new refrigerant.

Continue to replace the Clean-Up® filter until 
the pressure drop remains below 13 PSID/1 bar PD.

FOR SIX MONTHS
Monitor filter pressure drop, oil level, 
system pressures and temperatures. 

Start system. Adjust Valves and controls. Monitor oil levels.
Monitor pressure drop across separator filter.

Once the pressure drop across the filter remains below 
13 PSID/1 bar PD, replace Clean-Up® with a standard filter.

Replace the standard filter when the 
pressure drop reaches 13 PSID/1 bar PD.

Select oil separator 
using Temprite® selection 

charts or software.

see other side.

Refrigerant 
Conversion.

What do you want to do?Retro-Fit

Separator with 
integral reservoir

Select OLC ElectMech

None

Purchase Kit-4 Purchase Kit-3

Separator w/o 
integral reservoir

Select OLC MechElect Elect

None

2 Weeks prior to 
refrigerant change replace 

oil separator and install components
replace known leaky devices.
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